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AIR SHOWER LAS-A1 



Air Shower LAS-A1 Series are self-contained chambers that can be mounted in clean rooms and other applicable 
environments at entrances. Air showers of this series reduce the particulate contaminants entering or leaving the clean 
room, with an audio and visual display prompt, showering time can be changed from 0 seconds to 99 seconds. 
Monitoring of different functions becomes simpler with a fully automatic microprocessor-controlled device. 

AIR SHOWER LAS-A1 

Meet Your Cleanliness Goal with Our Self-Container Air Shower

Equipped with HEPA filter air washes over personal and remove dust particle that accumulates on the surface. Suitable 
for quickly and effectively remove particles prior to entering in working area. Designed with automatic entry and exit 
door locks, and energy-efficient Fluorescent lamp features.

Air Shower LAS-A12 provides a reliable contamination-free solution that can install and arrange quickly and 
conveniently for any laboratory. Equipped with HEPA filters and high-pressure 24 nozzles incorporated into the walls 
and ceiling of the cabinet. 

The air is blown and re-circulated within the air shower using an enclosed system. The LAS is used to detect severe 
regulatory procedures to avoid infection and provide cleanness. Cover all and other protective gear, and are used to 
block outdoor contaminants from entering a cleanroom, and keeping the cleanliness of cleanrooms and other clean 
essential situations.

Air Shower LAS-A10 is a specialized enclosed chamber which is incorporated with the entry portal and stainless steel 
casing frame. Our LAS-A10 usually constructed from cleanroom-compatible stainless steel and powder coating 
materials and feature full cold-rolled steel with powder coating blowers, HEPA filters, and high-pressure adjustable 6 
nozzles incorporated into the walls and ceiling of the cabinet allowing spraying with 12 m/s wind speed to remove 
surface deposit particles. 

Embedded with dual door interlock with minimum shower time using programmed LED touch control panel for more 
conveniently entering and existing. 

Air Shower LAS-A11 enclosures antechamber used in the clean work area for removing unwanted dust particle from a 
person with adjustable 12 nozzles to redirect steam of air and filtration system is comprises of HEPA filter capable of 
removing surface dust particle. We provide a certified glass door antechamber to ensure the cleanliness of the classified 
cleanroom. 



 Cleanliness as ever 

 Protection from harmful containments

 Prevent work area for any extra particulate entry

 Increase efficiency  

WHY TO USE AIR SHOWER?

 Equipped with circulation wind to ensure the cleanliness of shower area under non-shower status

 Double doors with electric interlocks

 LED display with adjustable blowing time 

 Photoelectric sensor 

 Fully automatic operation with automatic blow and shower 

 Energy efficient and disposable pre-filter 

 Designed for easy installation and maintenance in any application

 Equipped with an emergency stop function 

Easy to operate membrane touch switches 

FEATURES 



SPECIFICATION
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APPLICATIONS

Used in pharmaceutical and lab animal research applications, electronic, biological manufacturing industry, food 
processing, space and air, automobile manufacturing industries, etc. 

MODEL NO LAS-A10 LAS-A11 LAS-A12

HEPA filter 
Spraying wind speed 
Air shower time
Number of nozzles 6 12 24
Fluorescent lamp 12W*2
Power consumption 1000W 1500W 2000W

Chassis

Power supply 

External size 1300x1000x2050mm 1500x1000x2050mm 1500x2000x2050mm
Shower area size 800x890x1930mm 800x890x1930mm 800x1890x1930mm
Package size 1400x1150x2200mm 1600x1150x2200mm 1600x1650x2200mm
Gross weight 300 kg 400 kg 700 kg

99.999% efficiency at 0.3µm
25m/s

0 to 99s (adjustable)

12W*1

Cabinet material 

1.       Full cold-rolled steel with powder coating

2.       Internal stainless steel, external with

3.       Full stainless steel

Door material
1.       Cold-rolled steel with powder coating

2.       Stainless steel
Stainless steel

AC 220V ±10%, 50/60HZ; 110V±10%, 60Hz
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